| COMMUNITY DEVELOPMENT
PERMIT CENTER

LIGHT FIXTURES IN
CLOTHES CLOSETS

CITY OF BELMONT 2001 CEC 410.8

(d) Location. Fixtures in clothes closets shall be permitted

12
Srzwelforw-dzh 12" or to be installed as follows:
Shelf width ]
(1) Surtace-mounted incandescent fixtures installed on the
wall above the door or on the ceiling, provided there is a min-
N imum clearance of 12 inches (305 mm) between the fixture
‘R and the nearest point of a storage space.
(2) Surface-mounted fluorescent fixtures installed on the
wall above the door or on the ceiling, provided there 1s @ min-
3 imum clearance of 6 inches (152 mm) between the fixture and
| 3 [~ ;;‘: e,?‘;‘i dth the nearest point of a storage space.
| " Note that the clearance measurement is to the fixture, not
R i E
Orog fhee;tgm \ | to the lamp itself
24’ | (3) Recessed incandescent fixtures with a completely
| enclosed lamp installed in the wall or the ceiling, provided
| there is a minimum clearance of 6 inches (152 mm) between
\|24" the fixture and the nearest point of a storage space.
N : s !
| This requirement is the result of tests that have shown
AN | | that hot filament falling from a broken incandescent lamp
o | can ignite combustible material below the fixture in which
\ | the lamp is installed. Note that the clearance measurement
/\\ﬂ is to the fixture, not the lamp itself.
~ (4) Recessed fluorescent fixtures installed in the wall or
on the ceiling. provided there is @ minimum clearance of
6 inches (152 mm) tetween the fixture and the nearest
point of a storage scace
Figure 410-8. Closet Storage Space. It is not mandatory to install a lighting fixture in a clothes
closet; if one is installed, however, the conditions for instal-
_(b) Fixture Types Permitted. Listed fixtures of the following types shall lation are as required by this section.
x p(cil)'m;n:;!‘r;o - mstaﬂ:: ki B ) The requirements here apply to incandescent and fluo-
pletely enclos:ﬁ;,",‘,?fm O PR holicie. e Bt ACaND: rescent lighting in clothes closets of various kinds of occu-
(2) A surface-mounted or recessed fluorescent fixture. pancies. The intent is to prevent hot lamps, or parts of
(c) Fixture Types Not Permitted. Incandescent fixtures with open or broken lamps, from coming in contact with cartons, blan-
g:ﬁu@gyc;“dos‘d lamps and pendant fixtures or lampholders shall not be kets, etc., stored on shelves and clothing hung in closets.

~ (d) Location. Fixtures in clothes closets shall be permitted to be
installed as follows:
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